


1,000rpm 1,200rpm

10.4” Key (DOS) 15.1” Touch

Step motor Servo motor

Solenoid Step motor driving

Cam (Non-adjustable) Motor (Adjustable)

Cam + Roller Ball Screw



15 Color

400(mm)

450(mm)

Motor

Motor

Motor

0.1~12.7 (mm)

1P 100V~240V

Wheel Sensor

40 million threads

2 million threads 
per design

USB Memory Stick

Solenoid 
(provided for free)

Ball Screw

Provided for free

Standard Hook

LED



Ball screw
Color change

Improvement of 
Head LM Guide

Border frame - Shaking 
reinforcement

Cutting driving
Sol → Step motor



Machine width reduction 
by Y-structure change

→ 800mm

Control Box
The application of 

Windows OSWindows OS
[small & multi heads are 

for common use The application of LED Lamp

Passing doors in Europe 
easily removable design



No Presser foot

(driven by needle bar cam)
Presser foot cam(Plastic)Presser foot cam(Steel)

Adjustable height of presser foot by stepping motor drive

(Surface of needle plate ~ Height of presser foot: Adjustable from 0.5mm to 3.5mm)



No guide shaft of presser foot 
(Assembled Presser foot holder with needle bar)
☞ minimal shaking Presser foot

Divided into guide shaft of presser foot
☞ Assuming using a long time

Presser foot shake →
makes up Needle breakage problem



15.1” Full Touch LCD

40,000,000 stitch

2,000,000 / per design

HDMI Print



a. Newly consists of UI [all machines are the same]

b. Shows time-lock information

c. Totally 4 kinds of needle information including current needle 

(Previous: only next needle information)(Previous: only next needle information)

d. Expanded trimming feature    

- Trimming for Bottom thread / Trimming of wiper non-functioning 

a. Saving needle setting / color in embroidery design file

(Expandable other settings)

b. available design name / original file name by saving USB for 

embroidery design

FLOWER.EBD



a. Maximum 400 available(K series : 100)

b. Save as File name available.

c. Thread color information applied 

in thumbnail viewin thumbnail view

d. USB file Preview Function

Detail Setting Menu(signaled by Icon) (K series : text)

[Design, Back, Trim, Jump, Backtack, Speed, Frame, Etc]



1,000rpm 82.0dB 82.4dB 82.7dB 83.7dB

1,000rpm 80.3dB 82.1dB 82.2dB 83.7dB

1,200rpm 84.1dB 84.7dB 85.2dB 86.8dB

1,000rpm 77.7dB 79.3dB 80.3dB 80.6dB

1,200rpm 81.9dB 81.9dB 82.0dB 82.7dB



1,200 rpm 1,000 rpm 1,000 rpm
Tajima Normal Speed
- 2/4/6head : 1,100
- 8head : 1,000

1,200 rpm 1,000 rpm 1,000 rpm
Barudan Normal Speed
- 2/4/6head : 1,100
- 8head : 1,000

Happy Normal Speed
- 2head 1,200 
- 4/6/8head : 1,100 

1,200 rpm 1,000 rpm 1,000 rpm

1,200 rpm 1,000 rpm 1,000 rpm

1,100 rpm 1,000 rpm 1,000 rpm

1,000 rpm 1,000 rpm 850 rpm




