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- Expanded memory size

The machine can store a maximum of 100 designs. The basic memory size is 2 million stitch.

- Mirror image conversion and design direction

You can turn the from 0 to 359 in the increments of 1 and also reverse the design in the X direction(mirror image).

- Enlarging and reducing design

You can reduce or enlarge the embroidery design in size from 50% to 200% by 1% along the X and Y axis.

- General repetition work

The same design can be repeated up to 99 times along the X and Y axis.

- Special repetition work

Several designs can be repeated up to 63 times at different angles and directions. (S;ecial)

- Automatic

The frame automatically returns to the offset point when the embroidery is finished to make it easier for you to switch the frames. You can select AUTOMATIC 

OFFSET at PARAMETER SELECT MODE to move the frame automatically to the desired point, making it easier to do appliques and to switch the frames.

- Manual offset

You can manually move the frame to the pre-selected point to do appliques or change the frames during embroidery work. The frame can be moved back to 

its original place by simply pressing the right buttons.

- Return to start point

The frame can be moved back to the start point of the design during the embroidery work.

- Float stitch function

The frame and the needle bar can move back and forth by the units of 1,100, 1000, and 10000 stitches and by color without stitching.

- Frame backward

When the thread breaks or runs out of track, you can move the needle bar back to the starting point of the design in the units of one to ten stitches.

- Automatic return to stop point in unexpected blackout

When the power fails unexpectedly, the frame moves back to the exact point where the stitching stopped. This helps reduce the number of defects.

- Editing function

You can delete, change, or insert stitch data and function codes (jump, finish, trimming).

MMaaiinn  FFeeaattuurree

- Wide work space
- Solid Body structure
- Compact and convenient Cotrol Box
- Improved jump speed

No. of Head

No. of Needle

Series 

Machine Type

SWF / E - T 15 01

No. of Head

No. of Needle

Series 

Machine Type

SWF / E - U 12 01 

No. of Head

No. of Needle

Series 

Machine Type

SWF / E - T 12 01

Division of Model

E-T1201

E-T1501

E-U901

E-U1201

E-U1501

E-T601C

E-T901C

E-T1201C

E-T1501C

520 × 360mm 412 × 357mm 360 × 75mm 180 × 83mm 1,150mm 1,400mm 1,550mm 757mm   1,110mm

Machine Color Head A B C D ENormal Tubular Wide
Cap Frame

Semi-Wide
Cap Frame

Emb. Space Machine Size

12

15

9

12

15

6

9

12

15

1

1

1

1

1

1

1

1

1

Upon discussion for alternative per each model, the alternative type is  also available.

We can make some modifications for improvement without previous notice.

520 × 450mm 419 × 439mm 360×75mm 180×83mm 1,270mm 1.375mm 1,530mm 757mm    1,190mm

460 × 300mm 412 × 270mm 360 × 75mm 180×83mm 725mm 1.165mm 1,525mm 620mm     710mm

Bobbin winder

Upper thread holding system

Operation box

Memory Capacity

Memory media

Optional device

Peripheral Devices
Stitch length

Speed

Electricity

Power consumption

0.1 ~ 12.7 mm

Max. 1,200 rpm

BLDC motor x 1

Pulse motor x 2

1-Phase 100V, 110V, 120V, 200V, 220V, 240V (50/60Hz)

150 W

Standard

Option

Color graphic LCD Monitor

Standard 4,000,000 stitches

2DD/ 2HD 3.5”Floppy Disk, USB

Semi / Wide Cap Frame, SQ 30 / 30D, Boring,

Cording, Stand, Laser Point, LED Lamp

Specifications

Motor
Main

X-Y

Bobbin winder

Upper thread holding system

Operation box

Memory Capacity

Memory media

Optional device

Peripheral Devices
Stitch length

Speed

Electricity

Power consumption

0.1 ~ 12.7 mm

Max. 1,200 rpm

AC Servo Motor x 1

Pulse motor x 2

1-Phase 100V, 110V, 120V, 200V, 220V, 240V (50/60Hz)

150 W

Standard

Option

Color graphic LCD Monitor

Standard 4,000,000 stitches

2DD/ 2HD 3.5”Floppy Disk, USB

Semi / Wide Cap Frame, SQ 30 / 30D, Boring,

Cording, Stand, Laser Point, LED Lamp

Specifications

Motor
Main

X-Y

Bobbin winder

Upper thread holding system

Operation box

Memory Capacity

Memory media

Optional device

Peripheral Devices
Stitch length

Speed

Electricity

Power consumption

0.1 ~ 12.7 mm

Max. 1,200 rpm

BLDC motor x 1

Pulse motor x 2

1-Phase 100V, 110V, 120V, 200V, 220V, 240V (50/60Hz)

150 W

Standard

Option

Color graphic LCD Monitor

Standard 4,000,000 stitches

2DD/ 2HD 3.5”Floppy Disk, USB

Semi / Wide Cap Frame,SQ 30 / 30D, Boring,

Cording, Border Frame, Stand, LED Lamp,  Laser Point

Specifications

Motor
Main

X-Y

C

Single Series
Smal l-head Automatic

Embroidery  Machine

| W24H |
For W24H service, 

Please contact!

www.swfemb.com

StitchIt International 
Sales: (888) 571-2171  Support:  (573) 866-2191  
www.swfemb.com

Wise Selection
of embroidery machine

Wise Selection
of embroidery machine



Single Series
Small-head Automatic Embroidery Machine

Wise Selection of embroidery machine

01 Y-STROKE

1) Implementation of stable thread 
way by tilting the spool plate at 10

o 

06 SPOOL

[ Technology ]

1) Max available space is 
450mm, which is broader 
than existing arm  type 
single-head M/C. 

1) Adoption of specially processed 
materials and ultra precision 
machining allows the major  
mechanism such as 
implementation of 

05 MATERIAL 
PROCESSING

Single series can make what you hope to get from most of the embroidery machines.
From normal to cap embroidery, you can easily stitch your design with SWF single series.

02 FRAME WORK

1) Tubular Frame 
→ Max. 419mm(X) X 439 mm(Y)

2) Border Frame 
→ Max. 520mm(X) X 450 mm(Y)

03 UPPER THREAD 
HOLDING SYSTEM
(OPTION)

1) Prevent unthreading in the head 
stopped during embroidery.

2) Higher productivity

04 THREAD TENSION
ADJUSTING PLATE

1) Thread tension adjusting 
plate of the Dual 1x1 
embroidery machine 
implements smooth thread 
way.

01 FRAME WORK

1). Tubular frame work:
→ Max. 412mm(X) X 357mm(Y) 

1) Implementation of stable 
thread way by tilting the 
spool plate at 10

o 

05 SPOOL

02 UPPER THREAD 
HOLDING SYSTEM 
(OPTION) 

1) Prevent unthreading in the 
head stopped during 
embroidery.

2) Higher productivity

04 MATERIAL  PROCESSING

1) Adoption of specially processed 
materials and  ultra precision   
machining allows the major mechanism    
such as implementation of semi-permanent    
precision of embroidery by adopting  
stepping motor and LM guide.

1) Small-head tubular type 
(Cylindrical Frame mountable)

06 BED

Single Series (Compact Type)
Single-head Automatic Embroidery Machine

Efficient and Compact Machine
SWF' s compact type single-head machine supplying more efficient 
and compact embroidery work is perfectly suitable for those running a small shop.

▲ Model: SWF/E-T1201C

1) Implementation of stable 
thread way by tilting the 
spool plate at 10

o 

05 SPOOL

1) Adoption of specially 
processed materials and 
ultra precision machining 
allows the major mechanism 
such as implementation of 
semi-permanent precision 
of embroidery by adopting 
stepping motor and LM guide.

04 MATERIAL
PROCESSING

01 FRAME  WORK

1).  Tubular frame work: 
→ Max. 412mm(X) X 270mm(Y) 

2)  Border frame work:
→ Max. 460 mm(X) x 360 mm(Y) 

02
UPPER THREAD 
HOLDING  SYSTEM 
(OPTION)

1) Prevent unthreading in the 
head stopped during 
embroidery.

2) Higher productivity

03 THREAD TENSION
ADJUSTING PLATE

1) Thread tension adjusting 
plate of the Dual 1x1 
embroidery machine    
implements smooth thread way.

Single Series(Bridge Type) Single Series

▲ Model: SWF/E-T1501▲ Model: SWF/E-U1201

embroidery by adopting stepping motor and LM guide.

2)  Border frame work:
→ Max. 520 mm(X) x 360 mm(Y) 

03 THREAD TENSION 
ADJUSTING  PLATE

1) Thread tension adjusting
plate of the Dual 1x1   
embroidery machine     
implements smooth 
thread way

[ Optional Device ]

Boring

Sequin Device(Factory Option)

Single Series (Compact Type)

ⓐ 6.4-inch LCD: concise and clear screen lay-out (high definition)  

ⓑ Key-type User Interface  

ⓒ Portable FDD

ⓓ Serial port 

ⓔ USB port 

ⓕ USB port

ⓖ LAN port for network connection  

ⓗ Key board connecting cable(PS/2 port)

ⓐ

ⓑ

ⓒ

ⓓ

ⓕ
ⓔ

ⓗ
ⓖ

-  For easy service by simple structure of rack type
-  Free Voltage - Compact control box
-  Backplane Board not requiring complex cable work

[ Operation Box ]

Function

[ Control Box ]

1) 6.4in. Graphic LCD screen

2) USB Port support

3) External FDD

4) Key-type user Interface

Features
5) LAN Port added for network

6) USB Slave Port added for PC connection

7) Clean screen composition 

(High resolution)

semi-permanent precision of 

SQ30 SQ30D

Cording 

Wide Cap Frame Semi -Wide Cap Frame


